
                       
ASIAN FLOW SEALS 

---Company’s  Catalogue --- 



ABOUT US: 

ASIAN FLOW SEALS 
 
• Manufacturing unit of Mechanical Seals, Rotary Union, Stationery Parts, SS Sleeve, Brass Sleeve and SS Shaft, , SS Blower, SS High 

Temp. SQF Fan.  
• Deals in best and affordable price with best quality. 
• Manufactured all type of Mechanical Seals for Pumps, Agitators , Reactor , RO Plant Pump, Chemical Pump ,Chillier Compressor & 

Hot Oil Pump in Materials like SS 316 , Silicone Carbides Tungsten Carbides , Carbon , Ceramic & Starlight. 
• Manufactured all type of Rotary Union like Hot Oil, Water Chemical Material SS, CI ,Brass & Aluminum & Carbon Bush. 
• Job work considering repairing of Mechanical Seals and Rotary Union. 
• Dynamic Balancing  
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ASIAN FLOW SEALS 
---Mechanical Seals--- 

MECHANICAL SEALS 

• PUMP 
• AGITATOR 
• REACTOR 
• COMPRESSURE 

 
• Multi Spring Balanced Seal 
• Multi Spring Unbalanced Seal 
• Capsulated Spring Seal 
• Wave Spring Seal 
• Balanced Single Coil Spring Seal 
• Cartridge Seal aka Slurry Seal 
• Cartridge Seal- High Pressure Seal 
• Agitator – Mixer – Vessel Seal 
• Conical Spring Balanced Seal 
• Conical Spring Unbalanced Seal 
• Rubber Bellow Seals 
• Single seal 
• Single seal- Internal Clutch 
• Single seal- Outer Clutch 
• Grundfos Pump Seal 
• Metal Bellow Seal 
• PTFE Bellow Seal 

 
 
 
 

 
 

 

 



ASIAN FLOW SEALS 
---Mechanical Seals--- 

MULTI SPRING UNBALANCED SEALS - AFS-101 
Applications 
General Chemicals 
Petrochemicals 
Refineries 
Light hydrocarbons 
Performance Range 
Shaft Diameter: 18...100mm 
Pressure : 10 bar (max) 
Temperature: -20...240OC 
Velocity : 20 m/sec 
Materials 
Seal Faces: Carbon, SiC, Tung. Carbide 
Metal Parts: SS316, Hastelloy-C, Alloy 20 
O-Ring : Viton, Nitrile, PTFT 

MULTI SPRING BALANCED SEALS - AFS-102 
 
Applications 
General Chemicals 
Petrochemicals 
Refineries 
Light hydrocarbons 
Performance Range 
Shaft Diameter : 18...100mm 
Pressure   : 20 bar (max) 
Temperature: -20...400OC 
Velocity : 20 m/sec 
Materials 
Seal Faces :Carbon, SiC, Tung. Carbide 
Metal Parts : SS316, Hastelloy-C, Alloy 20 
O-Ring : Viton, Nitrile, PTFT 

 CAPSULATED SPRING SEALS - AFS-104 
Applications 
General Chemicals 
Food Industries 
Media Containing Solids 
Performance Range 
Shaft Diameter : 18...100mm 
Pressure : 25 bar (max) 
Temperature: -20...140OC 
Velocity : 15 m/sec 
Materials 
Seal Faces : Carbon, Ceramic, SiC, Tung. Carbide 
Metal Parts : SS304, SS316, Special Alloy 
O-Ring : Viton, Nitrile, PTFT 

WAVE SPRING SEAL - AFS-105 
Applications 
General Chemicals 
Food Industries 
Media Containing Solids 
Performance Range 
Shaft Diameter : 18...100mm 
Pressure : 25 bar (max) 
Temperature: -20...140OC 
Velocity : 15 m/sec 
Materials 
Seal Faces : Carbon, Ceramic, SiC, Tung. Carbide 
Metal Parts : SS304, SS316, Special Alloy 
O-Ring : Silicon, Viton, Nitrile, PTFT 



ASIAN FLOW SEALS 
---Mechanical Seals--- 

BALANCED SINGLE COIL SPRING SEAL -  AFS-106 
Applications 
General Chemicals 
Petrochemicals 
Light Hydrocarbons 
Performance Range 
Shaft Diameter : 10...100mm 
Pressure : 30 bar (max) 
Temperature: -20...140OC 
Velocity : 15 m/sec 
Materials 
Seal Faces :Carbon, Ceramic, SiC, Tung. Carbide 
Metal Parts : SS304, SS316, Special Alloy 
O-Ring : Silicon, Viton, Nitrile, PTFT 

CARTRIDGE SEAL AKA SLURRY SEALS - AFS-107 
Applications 
Pulp & Paper 
Slurry pumps 
Sludge pumps 
Performance Range 
Shaft Diameter : 20...100mm 
Pressure : 18 bar (max) 
Temperature: -20...180OC 
Velocity : 20 m/sec 
Materials 
Seal Faces :Carbon, SiC, Tung. Carbide 
Metal Parts : SS316, Hastelloy-C, Alloy 20 
Packing : Elastomers 

CARTRIDGE SEAL - HIGH PRESSURE SEALS - AFS-109 
Applications 
Main Oil Pipeline 
Water Injection Pumps 
Boiler Feed Water Pumps 
Performance Range 
Shaft Diameter : 25...150mm 
Pressure : 80 bar (max) 
Temperature: -20...220OC 
Velocity : 20 m/sec 
Materials 
Seal Faces : Carbon, SiC, Tung. Carbide 
Metal Parts : SS316, Hastelloy-C, Alloy 20 
O-Ring : Silicon, Viton, Nitrile, PTFT 

AGITATOR - MIXER - VESSEL SEAL - AFS-108 
Applications 
General Chemicals and its vapours. 
Petrochemicals and its vapours. 
Light Hydrocarbons and its vapours. 
Performance Range 
Shaft Diameter : 25...150mm 
Pressure : vacuum 40 bar (max) 
Temperature: -20. 220OC 
Velocity : 4 m/sec 
Materials 
Seal Faces : Carbon, SiC, Tung. Carbide 
Metal Parts : SS316, Hastelloy-C, Alloy 20 
O-Ring : Silicon, Viton, Nitrile, PTFT 



ASIAN FLOW SEALS 
---Mechanical Seals--- 

CONICAL SPRING UNBALANCED SEALS - AFS-201 
Applications 
Water pumps 
Submersible pump 
Sewage pump 
Performance Range 
Shaft Diameter : 10...100mm 
Pressure : 10 bar (max) 
Temperature: -20...180OC 
Velocity : 10 m/sec 
Materials 
Seal Faces : Carbon, Ceramic, SiC, Tung. Carbide 
Metal Parts : SS304, SS316 
O-Ring : Silicon, Viton, Nitrile, PTFT 

CONICAL SPRING BALANCED SEALS - AFS-202 
Applications 
Water pumps 
Submersible pump 
Sewage pump 
Performance Range 
Shaft Diameter : 10...100mm 
Pressure : 20 bar (max) 
Temperature: -20...180OC 
Velocity : 15 m/sec 
Materials 
Seal Faces : Carbon, Ceramic, SiC, Tung. Carbide 
Metal Parts : SS304, SS316 
O-Ring : Silicon, Viton, Nitrile, PTFT 

RUBBER BELLOW SEALS - AFS-302 
Applications 
Water pumps 
Submersible pump 
Sewage pump 
Performance Range 
Shaft Diameter : 10...100mm 
Pressure : 10 bar (max) 
Temperature: -20...180OC 
Velocity : 10 m/sec 
Materials 
Seal Faces : Carbon, Ceramic, SiC, Tung.  
Carbide 
Metal Parts : SS304, SS316 
Bellow : Silicon, Viton, Nitrile 

RUBBER BELLOW SEALS – LONG - AFS-304 
Applications 
Water pumps 
Submersible pump 
Sewage pump 
Performance Range 
Shaft Diameter : 10...100mm 
Pressure : 10 bar (max) 
Temperature: -20...180OC 
Velocity : 10 m/sec 
Materials 
Seal Faces : Carbon, Ceramic, SiC, Tung. Carbide 
Metal Parts : SS304, SS316 
Bellow : Silicon, Viton, Nitrile 



ASIAN FLOW SEALS 
---Mechanical Seals--- 

RUBBER BELLOW SEALS - CLUTCH TYPE - AFS-305 
Applications 
Water pumps 
Submersible pump 
Sewage pump 
Performance Range 
Shaft Diameter : 10...100mm 
Pressure : 10 bar (max) 
Temperature: -20...180OC 
Velocity : 10 m/sec 
Materials 
Seal Faces : Carbon, Ceramic, SiC, Tung. Carbide 
Metal Parts : SS304, SS316 
Bellow : Silicon, Viton, Nitrile 

SINGLE DRY REACTOR SEAL – AFS - 409 
Performance Range 
Pressure : Up to 15 kg/cm2C 
Temperature: -20...160O 
Speed : 500 RPM 
 
 
 
Materials 
Hardware : SS 304, SS 316 Seal Ring : Carbon, TC, SiC 
Mating Ring : TC, SiC, Ceramic, Special Cast Secondary Seal : EPDM, 
Nitrile, Neoprene, Silicon, FKM 

UNBALANCED SINGLE ACTING HELICAL COIL SPRING SEALS 
- AFS-401 
Applications 
Water pumps 
Mixers and Agitators 
Sewage pump 
Pulp and papers 
Performance Range 
Shaft Diameter : 10...100mm 
Pressure : 18 bar (max) 
Temperature: -20...140OC 
Velocity : 15 m/sec 
Materials 
Seal Faces : Carbon, Ceramic, SiC, Tung. Carbide 
Metal Parts : SS304, SS316 
O-Ring : Silicon, Viton, Nitrile, PTFT 

SINGLE SPRING SEALS - AFS-402 
Applications 
Water pumps 
Mixers and Agitators 
Sewage pump 
Pulp and papers 
Performance Range 
Shaft Diameter : 10...100mm 
Pressure : 18 bar (max) 
Temperature: -20...140OC 
Velocity : 15 m/sec 
Materials 
Seal Faces : Carbon, Ceramic, SiC, Tung. Carbide 
Metal Parts : SS304, SS316 
O-Ring : Silicon, Viton, Nitrile, PTFT 



ASIAN FLOW SEALS 
---Mechanical Seals--- 

SINGLE SPRING SEALS - INTERNAL CLUTCH - AFS-403 
Applications 
Water pumps 
Mixers and Agitators 
Sewage pump 
Pulp and papers 
Performance Range 
Shaft Diameter : 10...100mm 
Pressure : 18 bar (max) 
Temperature: -20...140OC 
Velocity : 15 m/sec 
Materials 
Seal Faces : Carbon, Ceramic, SiC, Tung. Carbide 
Metal Parts : SS304, SS316 
O-Ring : Silicon, Viton, Nitrile, PTFT 

SINGLE SPRING SEALS - OUTER CLUTCH - AFS-404 
Applications 
Water pumps 
Mixers and Agitators 
Sewage pump 
Pulp and papers 
Performance Range 
Shaft Diameter : 10...100mm 
Pressure : 18 bar (max) 
Temperature: -20...140OC 
Velocity : 15 m/sec 
Materials 
Seal Faces : Carbon, Ceramic, SiC, Tung. Carbide 
Metal Parts : SS304, SS316 
O-Ring : Silicon, Viton, Nitrile, PTFT 

GRUNDFOS PUMP SEALS - AFS-405 
Performance Range 
Pressure : Upto 20 kg/cm2C 
Temperature: -20...180O 
Speed : 3000 RPM 
 
Materials 
Hardware : SS 304, SS 316 Seal Ring : Carbon, SiC 
Mating Ring : TC, SiC, Carbon, Special Cast 
Secondary Seal : PTFE, EPDM, Nitrile, Neoprene, Silicon, FKM 

PTFE BELLOW SEALS - AFS-308 
Applications 
Extremely Corrosive application 
Performance Range 
Shaft Diameter : 18...100mm 
Pressure : 6 bar (max) 
Temperature: -45...120OC 
Velocity : 20 m/sec 
Materials 
Seal Faces :GFT, SiC, Ceramic 
Metal Parts : SS304, SS316, Hast-C 
Bellow : PTFT 



ASIAN FLOW SEALS 
---Mechanical Seals--- 

METAL BELLOW SEALS - AFS-309 
Applications 
General Chemicals 
Petrochemicals 
Refineries performance range 
Shaft Diameter : 18...100mm 
Pressure : 20 bar (max) 
Temperature: -20...350OC 
Velocity : 20 m/sec Materials 
Seal Faces :Carbon, SiC, Tung. Carbide 
Metal Parts : SS316, Carpenter 42, Hastelloy-C, Alloy 20 
SS Bellow : PTFT, Graphile Packing 

DOUBLE MECHANICAL SEAL- AFS-407 
Applications 
General Chemicals and its vapours. 
Petrochemicals and its vapours. 
Light Hydrocarbons and its vapours. 
Performance Range 
Shaft Diameter : 25...150mm 
Pressure : vacuum 40 bar (max) 
Temperature: -20. 220OC 
Velocity : 4 m/sec 
Materials 
Seal Faces : Carbon, SiC, Tung. Carbide 
Metal Parts : SS316, Hastelloy-C, Alloy 20 
O-Ring : Silicon, Viton, Nitrile, PTFT 

MULTI SPRING SEAL DURA TYPE SEALS - AFS-111 
Applications 
General Chemicals 
Petrochemicals 
Refineries 
Light hydrocarbons 
Performance Range 
Shaft Diameter: 18...100mm 
Pressure : 10 bar (max) 
Temperature: -20...240OC 
Velocity : 20 m/sec 
Materials 
Seal Faces: Carbon, SiC, Tung. Carbide 
Metal Parts: SS316, Hastelloy-C, Alloy 20 
O-Ring : Viton, Nitrile, PTFT 

MULTI SPRING UNBALANCED SEALS FOR FURNACE 
 - AFS-112 
Applications 
General Chemicals 
Petrochemicals 
Refineries 
Light hydrocarbons 
Performance Range 
Shaft Diameter: 18...100mm 
Pressure : 10 bar (max) 
Temperature: -20...240OC 
Velocity : 20 m/sec 
Materials 
Seal Faces: Carbon, SiC, Tung. Carbide 
Metal Parts: SS316, Hastelloy-C, Alloy 20 
O-Ring : Viton, Nitrile, PTFT 



ASIAN FLOW SEALS 
---Rotary Union-- 



ASIAN FLOW SEALS 
---Rotary Union-- 

Temperature : 250°F 
Material : CI, Brass and SS+Aluminium 

Temperature : 200°F 
Material : CI, Brass and SS+Aluminium 

ROTARY UNION– AFS 02 

ROTARY UNION– AFS 03 



ASIAN FLOW SEALS 
---Rotary Union-- 

Temperature : 250°F 
Material : CI, Brass and SS+Aluminium 

Temperature : 250°F 
Material : CI, Brass and SS+Aluminium 

Temperature : 200°F 
Material : CI, Brass and SS+Aluminium 

ROTARY UNION (FOR RUBBER AND PLASTIC INDUSTRY) – AFS 115  

STAINLESS STEEL ROTARY UNION – AFS - 53 

ALL PURPOSE ROTARY UNION– AFS 04  



ASIAN FLOW SEALS 
---Rotary Union-- 

Temperature : 200°F 
Material : CI, Brass and SS+Aluminium 

Temperature : 200°F 
Material : CI and SS 
 

Material : CI and SS 
 

STEAM AND HOT OIL ROTARY UNION – AFS -113 

CARTIDGE WATER ROTARY UNION – AFS -110 

CARTIDGE WATER ROTARY UNION – AFS -110 



ASIAN FLOW SEALS 
---Rotary Union-- 

Material : SS and Aluminium 
 

Material : SS and Aluminium 
 

Material : Aluminium 
 

DOUBLE PASSAGE ROTARY UNION – AFS -111 

DUO PLEX  (AIR AND HYDRAULLIC ) ROTARY UNION – AFS -112 

AIR HYDRAULLIC ROTARY UNION – AFS -79 – AFS -83 



ASIAN FLOW SEALS 
---Rotary Union-- 

HOT OIL ROTARY UNION – AFS -127 – AFS – 130 

DUO PLEX AND LOW SP ROTARY UNION – AFS -112 

4 PASSAGE MULTI PURPOSE ROTARY UNION – AFS -142 



ASIAN FLOW SEALS 
---Rotary Union-- 

VMC COOLENT ROTARY AFS – 138 A 
Coolant Max. Pressure : 140 bar 
Coolant Max. Temperature : 121 °C 
RPM : 2000 – 10000 

  
  
  

VMC COOLENT ROTARY  138 B 
Coolant Max. Pressure : 140 bar 
Coolant Max. Temperature : 121 °C 
RPM : 2000 – 10000 

HYDRAULICS  ROTARY UNION – AFS -78  -  AFS - 83 



ASIAN FLOW SEALS 
---Rotary Union-- 

  
VMC COOLENT ROTARY 138 C 
Coolant Max. Pressure : 140 bar 
Coolant Max. Temperature : 121 °C 
RPM : 2000 - 10000 

VMC COOLENT ROTARY 138 D 
Coolant Max. Pressure : 140 bar 
Coolant Max. Temperature : 121 °C 
RPM : 2000 - 10000 



ASIAN FLOW SEALS 
---SQF Fan with SS shaft-- 

Induction Harding  
furnace 

Material : 
SS 310 

Temperature 
: 600° - 900°C 

SQF FAN  
WITH 

 SS SHAFT 



ASIAN FLOW SEALS 
---SQF Fan with SS shaft-- 

DYNAMIC BALANCING 
JOB WORK 



ASIAN FLOW SEALS 
---Blower-- 

High Speed & 
Temperature 
Blower  

Material: MS , SS 304 
Temperature :  50°C - 300°C 
1 HP - 20 HP 



ASIAN FLOW SEALS 
---Blower-- 

High Speed & 
Temperature 
Blower 

Heavy Air Circulation and 
Ducting 
Material : MS + SS 
Temperature : 50° - 200°C 
5 HP - 40 HP 



Refining 
Petrochemical 

Industry 

Food 
Processing 

Pharmaceutical 

Chemical 
Industry 

Pulp & 
Paper 

Industry 

Textile 
Industry 

Power 
Industry 

Auto 
Industry 



                       
ASIAN FLOW SEALS 

---Contact on--- 

 +9810784035,+9810781741 
 
asianflowseals@gmail.com 
 
Plot NO:54N, Industrial Area, N.I.T, 
Faridabad(Hr.) – 121001 
 
06AEZPS6404B1ZA 


